
für VARDAflex 4x1 Kanal 4 Adressen 
DALI Aktor 12-24V Reiheneinbau 
mehrfarbig
Article nr.: 80775

rutec DALI dimming actuator DC · 1-4 adresses - 4 channels, multicolour, constant voltage · · LED 
Dimmer for digital colour mixing with soft control performance · choose 1-4 colours with a switch · 1-
4 addresses - 4 channels, 5A separate · DALI adress manually adjustable and visible using digital 
display. · Automatically adressable from master controller. · In acc. w. DALI standard protocol 
IEC60929, suitable for standard · DALI devices · for indoor use · IP20 · Device Type: DT6 · Dimming 
range: 0,1-100% · Protection class 3, CE, RoHS, REACH · Protection against short-circuit and 
overtemperature · Total power: 240W (12V), 480W (24V) · · SECONDLIFE ITEM -heavily discounted- 
only while stocks last!

Unit Code pcs
BAR code 4012094807751
Housing colour Blau
Length 112.00 mm
Width 52.50 mm
Height 65.00 mm
Lamp without
IP rating 20
Power 240-480 W
Current mA 20000 mA
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Input voltage 12-24
Output voltage 12-24
Material Kunststoff
Efficiency 98.00
Temperature range -20 - 50
Suitable light source
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