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DALI-2 DT6 fur 24V DC einfarbig DALI-2
Dimm-Aktor AC 300W

DALI-2 Dimm-Actuator AC 300W - 1 adress 1 channel, single colour - Automatically addressable by
the master - According to Dali standard protocol IEC62386-101 ed2, -102 ed2, -207 ed1 - for indoor
and outdoor use - IP67 - Device Type: DT6 - Protection class I, CE, ROHS, active PFC, SELV - Protection
against short circuit, overload, over temperature and over voltage - Dimming range: 1-100% - PWM:
>1600 Hz - Input AC: 100-240V AC - Output: 300 W 24V DC - Dimensions in mm: 270 x 98 x 38.5 -
Temperature range: -30° Cup to +50° C

TECHNICAL DATA
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Unit Code pcs

BAR code 4012094257846 .
Housing colour Aluminium [@] mg
Length 270.00 mm

Width 98.00 mm @ Equiv.
Height 38.50 mm SELV
Lamp without

IP rating 67 ﬁ?:”cv
Power 300 W

Psb 0,39 W E
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TECHNICAL DATA

Pno

Pnet

Current mA

Input voltage
Output voltage
Material

Tollerance
Temperature range

Suitable light source

DALI-2 DT6 fur 24V DC einfarbig DALI-2

Dimm-Aktor AC 300W

>0,5W
0.41W
12,5 mA
100-240
24
Aluminium
5.00
-30-50
LED

C€
@]
® sav
X

g0

AKTIV

PFC



rutec LIGHTDESIGN GmbH = Carl-Zeiss-Str. 13 = 28857 Syke

TEL +49 4242 /84034 -0

E-MAIL INFO@RUTECLIGHTDESIGN.DE WWW.RUTECLIGHTDESIGN.DE

DALI-2 DT6 fur 24V DC einfarbig DALI-2
Dimm-Aktor AC 300W

TECHNICAL DRAWING
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