
LCM-25-DA LI 
350/500/600/700/900/1050mA LED 
Konv.25W einst. DALI/TASTER dimmbar
Article nr.: 87406

IP 20 · for outdoor use · Protection Class: II · DALI/Push dimming unit for controlling · single-colour 
constant current LEDs · · In acc. w. DALI standard protocol IEC62386-101, 102, 207 · Input: 180-
277VAC 50/60Hz · Output: 18,9W; 350mA/ 25,2W; 500mA, 600mA, 700mA, 1050mA · Maximum 
cable cross-section of 1,5 sq mm · · LxWxH in mm: 105 x 68 x 23mm · Temperaturerange: -30°C to 
+85°C · · SECONDLIFE ITEM -heavily discounted- only while stocks last!

Unit Code pcs
BAR code 4012094874067
Housing colour Weiss
Length 105.00 mm
Width 68.00 mm
Height 23.00 mm
Lamp without
IP rating 20
Power 18,9-25,2 W
Current mA 350-500 mA

TECHNICAL DATA



LCM-25-DA LI 
350/500/600/700/900/1050mA LED 
Konv.25W einst. DALI/TASTER dimmbar
Article nr.: 87406

Input voltage 180-277
Output voltage 54
Material Kunststoff
Tollerance 5.00
Efficiency 86.00
Temperature range -30 - 85
Suitable light source

TECHNICAL DATA


