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ALUSPIEGEL AR111 20° LED POWER
MODUL 9, 8W WW

1 x Power LED Array Bridgelux (USA) 9,8 Watt - Light Color: 3200 K ( 100 K) - Service Life: 30.000
Hours - For Use with Constant Current Ballast 1050 mA - Very Good Heat Dissipation Due to
Optimized Aluminum Heat Sink. - Aluminum Reflector with Halogen Optics and Uniform Light
Distribution, Beam - Angle 20° + 40° - Dimmable With RGB / DMX-Controllers Item No. 88484 /
88505 and Dim Wheel 88492 - (12V Power Supply Required) - Including LED-Driver 1050 mA, Input
Voltage 230 VAC. - Including 15 cm Connection Cable with Plug and Jack - - SECONDLIFE ITEM -heavily

discounted- only while stocks last!

TECHNICAL DATA
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Unit Code pcs

BAR code 4012094888989

Housing colour Weiss (e 22¢
Length 100.00 mm

Outer diameter 111 mm @

LED colour ca. 3000K warmweil’

Lightoutput per fixture 620.00 Im

Lamp including LED

IP rating 20

Power 9,8W
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TECHNICAL DATA

Current mA
Amount of LED
Material
Temperature range
CRI

Suitable light source

MODUL 9, 8W WW

1050 mA
;
Aluminium
-20-40
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