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fur Vardaflex 12V/24V DMX/DALI
DRIVER 100W 230V

230V 4-Channel DMX Constant Voltage Controller for RGB and RGBW - Input: 122-277V AC by 230V
0,5A 50Hz max. - Output: 12 or 24V DC, Maximum 2,8A per Output - (4 Outputs), Total
Maximum100W - Power Factor >0,94 - Hybrid Hydra Drive: 15-bit Resolution - Dimming Control:
Smooth Dimming from 100-0% (Choice of Linear or Logarithmic - Dimming Curve) - Interface for
External Control Device: 10k Potentiometer, - 0-10V Source or Switch - Dip Switch for 12 or 24V
Operation - Nine Integrated Color Shows, Up To 20 Individually Programmed Shows (Toolbox pro - and
PC Software) Possible - ENEC (VDE) Tested - IEC 61347-1, IEC 61347-2-13, IEC 62384+A1, EN 55015
+ A1, EN55022 + A1, IEC- 61000-3-2, EN61547, IEC 62386-207 - CE - SECONDLIFE ITEM -heavily

discounted- only while stocks last!

TECHNICAL DATA

q3

Unit Code pcs
BAR code 4012094895055
Length 354.00 mm I:I

Width 42.00 mm ﬁ
Height 30.00 mm @
Lamp without —

IP rating 20
Power 100 W SELV
Current mA 8333 mA

Input voltage 230 K
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TECHNICAL DATA

Output voltage 12-24
Material Kunststoff
Temperature range -40 - 50 I:I

Suitable light source
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